OBSTINACY - Technical Rider

Instruments Specifics:

2x (Main-)Vocals ® mirror inverted Drum Set!!!***
1x Guitar ® 2 Main Vocalists

1x Bass Guitar e Intro from CD/mp3

1x Drums

OBSTINACY needs the following equipment provided by the organizer
(seen from the audience)
Front left: Bassist — ,,popai“
1x passiv bass speaker (miced) for transistor amp (min. 2 Ohm)
1x monitor speaker (mix Bassist)
1x multiple socket

Front center: Vocalist — ,,Dimi“
1x vocal microphone for Vocalist (straight microphone stand)
2x monitor speakers (mix Vocalist)

Front right: Guitarist/Vocalist — ,,Zombie”

1x passive guitar speaker (miced) for tube amp (4/8/16 Ohm)
1x vocal microphone for Guitarist (boom stand)

1x monitor speaker (mix Guitarist)

1x multiple socket

Back: Drummer — ,Kilei“

1x bass drum (right foot)

2x rack tom (incl. mount and stand)
1x floor tom

4x cymbal boom stand

1x monitor speaker (mix Drummer)
1x multiple socket

What’s more:

- *F*Attention: is it possible to set up the existing drum set mirrored?
(see drawing) — please provide enough space

- room for a back drop (W x H=3m x 2m)

- CD- or mp3-Player for our Showopener-Intro

If there are questions, just contact us:
0151 / 20682468 (Kilei | Drums) obstinacy.net
info@obstinacy.net facebook.com/ObstinacyDeathMetal
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